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CUSTOMER SPECIFIC - ROBUST




SPECIALITY WRAP EURO

PRODUCT CODE: B 2078

Available in: 4ft / 6ft / 71t / 8ft / 12ft
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STANDARD SPECIFICATIONS OPTIONAL SPECIFICATIONS
= Canopy LED Lights = ShadedPole Fans = 40mm Patch-Ends or Side Glass for Wrap Around
= 3 x Shelves With LEDs = Standard Coll = ECMFans
= Sloped orFlat Bottom Pan = Ticket Rails = Electronic Valves
= Valves (Brass Thermostatic) = Electronic Display = Cladding Options: .
= 2 x Probes (Air Off & Defrost) Refer to Cladding Details Document (Available on Demand)
PHYSICAL PROPERTIES DRAIN POINTS & REFRIGERATION POINTS
IR T I Y N I AT T
1.22 1.862 220mm 610mm 130mm 150mm 130mm 170mm
6ft 1.83 2.800 220mm 915mm = - 130mm 150mm 130mm 170mm
7ft 213 3.269 220mm 370mm 220mm 370mm 130mm 200mm 130mm 230mm
8ft 2.44 3.738 220mm 300mm 220mm 300mm 130mm 150mm 130mm 170mm
12ft 3.66 5.612 220mm 300mm 220mm 300mm 130mm 150mm 130mm 170mm
REFRIGERATION REQUIREMENTS ELECTRICAL SPECIFICATIONS
Refrigeration Evaporation Size Evaporator Fans Heaters Lighting Lighting
Temp Fan Blade + Motor Defrost Case (T8) Shelf (T8)
400W/ft 2 X @172-31° /36W (SPM) or 24W (ECM) 1x 800W 1X30W=30W 3x30W=90W
6ft  3x@172-31°/36W (SPM) or 24W (ECM) 1x1200W 1X58W=58W 3x58W=174W
specifications subject o change without nofice. Designed = 7¢ | 3% 3172-31° /36W (SPM) Or 24W (ECM) = 1x 1300W 1X58W=58W 6X30W=180W

for optimal performance in store environments where
temperature and humidity do not exceed 25°C and = 8ft = 4 x@172-31°/36W (SPM) or 24W (ECM) = 1x1600W = 1x30W+1x36W=66W = 6x30W=180W

60%RH.
12ft - 6XxD172-31°/36W (SPM) Or 24W (ECM) = 1Xx2400W  1x30W+2x36W=102W  9x30W=270W
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