
UPRIGHT 
LIVE WALL LOFT Y

ENERGY EFFICIENT                      CUSTOMER SPECIFIC                      INNOVATIVE                      QUALITY                       ROBUST



PRODUCT CODE: B 2701
Available in: 4ft / 6ft  / 8ft / 12ft

STANDARD SPECIFICATIONS

••     Internal Case Colour		  ••     Black Kick Plate
••     5 X Unlit Stainless Steel Shelves	 ••     Flat Bottom Pan & Front Fence
••     Thermostatic Expansion Valve (Brass)	 ••     2 X Probes (Air Off & Defrost)
••     Shaded Pole Fan Motor (Spm)	 ••     Standard Coil
••     Ticket Rail			   ••     Electronic Display
 ••     Led Canopy Lights

OPTIONAL SPECIFICATIONS

••     40mm Lofty Full Patch-End		  ••     40mm Lofty Patch-End With Glass
••     ECM Fans			   ••     Electronic Valve (Ev)
••     Led Shelf Lights 
••     Cladding Options: Refer To Clad Details Document (Available On Demand)

PHYSICAL PROPERTIES

Size
4ft
6ft
8ft

12ft

Length (m)
1220
1830

2440
3660

TDA (m2)
1.82
2.74
3.66
5.48

D1
-
-

210mm
210mm

DRAIN POINTS & REFRIGERATION POINTS

D2
-
-

3000mm
3000mm

D4
300mm
300mm
300mm
300mm

R2 (Btm Exit)
150mm
150mm
150mm
150mm

D3
210mm
210mm
210mm
210mm

R1 (Btm Exit)
140mm
140mm
140mm
140mm

Specifications subject to change without notice. Designed 
for optimal performance in store environments where tem-
perature and humidity do not exceed 25˚C and 60%RH.

Evaporator Fans
Fan Blade + Motor

2 x Ф230-31°/60W (ECM) or 24W (ECM)
4 x Ф230-31°/60W (ECM) or 24W (ECM)
5 x Ф230-31°/60W (ECM) or 24W (ECM)
6 x Ф230-31°/60W (ECM) or 24W (ECM)

ELECTRICAL SPECIFICATIONS

Heaters 
Defrost

1 x 800W
1 x 1200W
1 x 1600W
1 x 2400W

Heaters 
Anti-Sweat (Glass End)

1 x 16 W/m x 3.5 m
1 x 16 W/m x 3.5 m
1 x 16 W/m x 3.5 m
1 x 16 W/m x 3.5 m

Lighting 
Case (T5 Tubes)

1 x 4FT = 54W 
2 x 3FT = 78W

2 x 4FT = 108W
3 x 4FT = 162W

REFRIGERATION REQUIREMENTS

Refrigeration 

480W/ft

Evaporation 
Temp
-8˚C

Size

4ft
6ft
8ft

12ft

Lighting 
Shelf (T8 Tubes)
5 x 3FT = 150W
5 x 5FT = 290W
10 x 3FT = 300W
15 x 3FT = 450W

UPRIGHT 
LIVE WALL LOFT Y


