- COLCAB UPRIGHT

QUALITY DISPLAY SOLUTIONS
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DRY-AGED



UPRIGHT DRY-AGED

PRODUCT CODE: B 3613
Availablein: 3ft / 4ft / 6ft

~ y STANDARD SPECIFICATIONS
| o | = 3 x Wire Stainless Steel Shelves or Utility Bars & HOOks
! = 2x Solid Patch-Endis
— 483——” = Vertical LED Lights
= Valves (Brass Thermostatic)
L % = Shaded Pole Fans
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45 LENGTH PATCH-END
PHYSICAL PROPERTIES DRAIN POINTS & REFRIGERATION POINTS
1132 x 847 200mm 455 150 mm 80 mm 90mm 80mm
4fT 1220 1132 x 575 1220 200mm 610mm - - 150mm 80mm 90mm 80mm
6ft 1830 1132 x 582 1830 200mm 310mm 200mm 310mm 150mm 80mm 90mm 80mm
REFRIGERATION REQUIREMENTS ELECTRICAL SPECIFICATIONS
Refrigeration | Evaporation Humidity Size Evaporafor Fans Heaters Lighting
Temp Fan Blade + Motor Frame Heaters Frame Lights (LED)
150W/ft -5°C Contractor Settings ~ 3ft = 2x200-28°/36W (SPM) or 24W (ECM) 105W 95W
Specifications subject to change without notice. Designed for optimal ~ 4ft = 2 x 200-28°/36W (SPM) or 24W (ECM) 140W 95W
performance in store environments where temperature and humidity 6ft  3x 200-280/36W (SPM) or 24W (ECM) 175W 190W

do not exceed 25°Cand 60%RH.
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